Uncoated metallized polyester film capacitor (Stacked version)

Features

o Uncoated, stacked construction
o Small size

o Appliedto DCimpulse and pulse circuits
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Specifications
Reference Standard GB7332 (IEC 50384-2)
Climatic Category 55/100/56
Rated Temperature 63V,100V,250V,400V,630V,1000V
Capacitance Range 0.0010uF-33uF
Capacitance Tolerance £59%(J), % 10%(K), +£20%(M)
Voltage Proof 1 4UR(2s)
<0.0100(1kHz)
Dissipation Factor <0.0150(10kHz, CR=1.0uF)
<0.0300(100kHz, CR=0.14F)
>7500M,Ca=0.334F
Ur>100v >25008,Cr>0.331 F
Insulation Resistance Un<100V, #5110 10V
Un=100V. 7100V
=3750MQ C=<033uF (20C. 1min)
Uns100v >12508,Cr>0.331 F
UR(VDC
63 100 250 400 630 | 1000
P(mm)
5 120 150 250 300 400 -
75 120 150 200 275 320 400
Maximum Pulse Rise Time = = = = = - -
15 = 50 100 125 150 -
225 = 50 100 125 E :
215 = 25 50 50 5 =

Uncoated metallized polyester film capacitor (Stacked version)
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Uncoated metallized polyester film capacitor (Stacked version)
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Uncoated metallized polyester film capacitor (Stacked version)
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Uncoated metallized polyester film capacitor (Stacked version)
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Uncoated metallized polyester film capacitor (Stacked version)
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