TMCF15 High Voltage Polypropylene Film Capacitor (PPS)

Features:

e Verylowloss at highfrequcncy,suitable for high current
e Excellent frequency andtemperature characteristics

e High insulation resistance,self-healing effect
Widely used inhigh frequency,DC,ACand pulse circuits

Configuration

Non-inductive,wound with polypropylene filmas the dielectricand

aluminum foil asthe electrode withcopper-clad steel leadsand
epoxy resin coating.

Specifications&Outline Drawing

Reference Standard GB10188-88(IEC60384-13)

Climatic Category 40/85/21
T | w | | w |
Rated Voltage 800V. 1000V. 1200V. 1600V. 2000V e "T \ I_T
H H
Capacitance Range 0.001~0.47r F l l
o o
Capacitance Tolerance +5%(J), +10% (K D+0.05 i %
Voltage Proof 2Ur(5s) N
Dissipation Factor =<0.08% (20°C,10kHz>
Insulation Resistance =30000MQ (CR=<0.11F)
(20°C,1min) >3000s (CR<0.1uF)
Dimensions
CAP 800VDC 1000VDC 1200VDC 1600VDC 2000vVDC
UF W(mm)=1 | T(mm) 21 | H(mm) 21 {P(mm)£1.5| W(mm)£1 | T(mm) 21 | H(mm) =1 |P(mm)=1.5|W(mm)=1 | T(mm) 1 | H(mm) =1 |P(mm)=1.5|W(mm)==1 | T(mm) +1 [ Hmm) =1 [P(mm)=1.5| W(mm)£1 T(mm)ﬁ‘H(mm)ﬂ P(mm)+1.5
0.0010| 18.0 | 6.0 | 11.0 | 150 | 180 | 6.0 | 115 | 150 | 185 | 6.0 | 120 | 150 | 19.0 | 50 | 10.0 | 150 | 24.0 | 6-0 | 11.0 | 200
0.0012| 180 | 6.0 | 11.0 | 150 | 18.0 | 6.0 | 115 | 15.0 | 185 | 6.0 | 12.0 | 150 | 19.0 | 50 | 11.0 | 150 | 240 | 6.0 | 12.0 | 20.0
0.0015| 180 | 6o | 1.0 | 150 | "0 | 6.0 | 115 | 150 | 185 | 60 | ;o0 | 150 | 190 | g0 | 110 | 150 | 240 | 7.0 | 130 | 200
0.0018 | 18,0 | 6.0 | 11.0 | 150 | 180 | 60 | 11.5 | 150 | 185 | 6.0 | 490 | 150 | 19.0 | o | 120 | 150 | 240 | 8.0 | 130 | 20.0
0.0022| 150 | g0 | 1.0 | 150 | 180 | 6.0 | 115 | 150 | 190 | 60 | 120 | 150 | "90 | 54 | 120 | 150 | 240 | 8-0 | 140 | 20.0
0.0027 | 180 | 6.0 | 11.0 | 15.0 | 180 | 6.0 | 11.5| 150 | 190 | 6.0 | 120 | 150 | 190 | ;0 | 430 | 150 | 240 | 8.0 | 150 | 20.0
0.0033| 180 | 60 | 11.0 | 15.0 | 185 | 6.0 | 120 | 150 | 19.0 | 7.0 | 130 | 15.0 | 19.0 | gg | 13.0 | 15.0 | 240 | 9.0 | 160 | 20.0
0.0039 | 1g5 | 6.0 | 11.0 | 15.0 | 185 | 6.0 | 490 | 150 | 19.0 | g0 | 13.0 | 150 | 190 | 8.0 | 14.0 | 150 | 240 | 10.0| 470 | 20.0
0.0047| 185 | 60 | 11.0 | 150 | 18.5 | 6.0 | 190 | 150 | 19.0 | 8.0 | 140 | 150 | 190 | 90 | 15.0 | 150 | 240 | 11.0 | 450 | 200
0.0056| 185 | 6.0 | 1.0 | 150 | 19.0 | 6.0 | 120 | 150 | 190 | 90 | 150 | 150 | 190 | 40,0 | 160 | 150 | 240 | 12.0 | 49 | 20.0
0.0068| 185 | 60 | 11.0 | 150 | 190 | 7.0 | 130 | 150 | 190 | 10.0 | 160 | 150 | %0 | 110 | 17.0 | 150 | 240 | 12.0 | 200 | 200
0.0082| 19.0 | 7.0 | 11.0 | 150 | 19.0 | 8.0 | 13.0 | 15.0 | 240 | 80 | 150 | 200 | 240 | 9.0 | 16.0 | 20.0 | 240 | 14.0| 990 | 200
0.010 | 19.0 | 6.0 | 12.0 | 150 | 190 | 80 | 140 | 150 | 24,0 | 90 | 16.0 | 20.0 | 240 | 10,0 | 17.0 | 200 | 240 | 16.0 | 939 | 20.0
0.012 | 190 | 7.0 | 12.0 | 150 | 19.0 | 90 | 15.0 | 15.0 | 24.0 | 10.0 | 17.0 | 20.0 | 24.0 | 110 | 18.0 | 20.0 | 26.0 | 15.0] 220 | 225
0.015 | 190 | 7.0 | 13.0 | 150 | 180 | 100 | 16.0 | 15.0 | 240 | 11.0| 18.0 | 20.0 | 24.0 | 12.0| 19.0 | 20.0 | 26.0 | 17.0 | 949 | 2255
0.018 | 19.0 | 8.0 | 14.0 | 15.0 | 240 | 9.0 | 16.0 | 150 | 24.0 | 12.0 | 19.0 | 20.0 | 24.0 | 13.0 | 20.0 | 20.0
0.022 | 19.0 | 9.0 | 15.0 | 15.0 | 24.0 | 10.0 | 17.0 | 20.0 | 24.0 | 13.0 | 20.0 | 20.0 | 24.0 | 150 | 21.0 | 20.0
0.027 | 19.0 | 10.0 | 16.0 | 150 | 24.0 | 11.0 | 18.0 | 20.0
0.033 | 19.0 | 11.0 | 17.0 | 15.0 | 24.0 | 12.0 | 19.0 | 20.0
0.039 | 19.0 | 12.0 | 18.0 | 150 | 24.0 | 13.0 | 20.0 | 20.0
0.047 | 24.0 | 10.0 | 18.0 | 20.0
0.056 | 24.0 | 11.0 | 19.0 | 20.0
0.068 | 24.0 | 12.0 | 20.0 | 20.0
0.082 | 24.0 | 140 | 21.0 | 200
0.1 240 | 15.0 | 23.0 | 20.0




	Ò³Ãæ  1

