
Dimentlions in mm

Case size D(max) H(max) L( 1) d( 0.05)

B 4.8 7.2 14 0.5

C 5.5 8.0 14 0.5

D 6.0 9.4 14 0.5

E 7.2 11.5 14 0.5

F 8.2 12.5 14 0.5

4.0 6.0 14 0.5A
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FeaturesFeatures

TMCT01 Radial Tantalum CapacitorTMCT01 Radial Tantalum Capacitor

Small units with high stable performance ,lower current leakage and

dissipation factor,stable frequency and temperature and long life.

suitable for military equipment and computer telephone and long life.

electronic products.Meets IEC384-15-3 and GB7215-87 standard.

General characteristics

Table  1Table  1

Operating temperature:-55 +125 .

Capacitance Tolerance: 20%, 10%, 5%(special order).

Capacitance Range:0.1uF 330uF..

I0 0.01C0U0\  or 0.5uA(special order),(whichever is greater).

DC leakage current(20 ):I0 0.02C0U0\  or 1uA

Dissipation factor (20 ):see table 1.

Temperature performance:see table 1.

Climatic category:55/125/10.

Life test: 1000 hours.
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Exterior  and  Dimension



Rating and case code
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CCODE

Packaging tape:Packaging tape:

Marking and packaging

MarkingMarking

B:  Bulk

T:  Reel

A:  Ammc

Dimension of tape and reel(Per specification IEC286-2)Dimension of tape and reel(Per specification IEC286-2)

Symbol

P0

W

W0
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Dimensions(mm)
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polarity
Voitage

TMCT01 Radial Tantalum CapacitorTMCT01 Radial Tantalum Capacitor
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