TMCFO7 Mini Box 5mm Metallized Polyester Film Capacitor (MSC)

Features

e Little volume andweight, extensive capacityrange, great specificvolume.

e Good self-cure ability, longer life.

e Suitable for directcurrent,and block, bypass, coupling, and filtering of
VHF signal.

e Especially applicable tocolour TV, programmable exchangerand military
complete machines.

Configuration

Coiled with dielectricsand electrodes made of metalized polyesterfilms,
conducting wire down-leadsin a singledirection, which isa tinned copper
binding wire. Rectangularenclosure adopts self-extinguishingplastics and
encapsulated with antiflaming araldite.

Specifications&Outline Drawing

Reference Standard IEC 60384-2,GB/T7332-1996
; ; <« > <>
Climatic Category 40/85/21 o ‘ ‘
Rated Voltage 50V,63V,100V,250V,400V,630V -
Capacitance Range 1000PF-1.0uF
Capacitance Tolerance +5%(J),=10%(K),£20% (M) -
E
Voltage Proof 1.6Ur(5s) £
Dissipation F <1.09 ° “E’ > <«
issipation Factor <1.0%(20C, 1KHz) d+0.05
C>0.33uF C<0.33uF P 41.0 o
<«——>
Insulation Resistance Ur>100V Ur<100V Ur>100V Ur<100V
25008 12508 7500M Q 3750MQ
Dimensions
Cap 63VDC 100VDC 250VDC 400VDC 630VDC
uF W(mm)|T(mm) |H(mm)| P(mm)|W(mm)| T(mm) |H(mm)| P(mm)|W(mm)| T(mm) |H(mm)| P(mm) |\W(mm)| T(mm) |[H(mm) |P(mm) | W(mm) T(mm)|H(mm)|P(mm)

0.001 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0
0.0015 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0
0.0022 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0
0.0033 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0
0.0047 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0
0.0068 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0
0.01 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0
0.015 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0
0.022 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0
0.033 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 3.5 7.5 5.0
0.047 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 3.5 7.5 5.0
0.068 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0 7.2 2.5 6.5 5.0

0.1 7.2 2.5 6.5 5.0 7.2 3.5 7.5 5.0 7.2 3.5 7.5 5.0
0.15 7.2 2.5 6.5 5.0 7.2 4.5 9.5 5.0 7.2 4.5 9.5 5.0
0.22 7.2 3.5 7.5 5.0 7.2 5.0. | 10.0 | 5.0 7.2 5.0 | 10.0 | 5.0
0.33 7.2 4.5 9.5 5.0 7.2 6.0 11.0 5.0
0.47 7.2 5.0 10.0 5.0 7.2 6.0 11.0 5.0
0.68 7.2 6.0 11.0 5.0 7.2 6.0 11.0 5.0
1.0 7.2 6.0 11.0 5.0 7.2 6.0 11.0 5.0

0.001 10.0 | 2.5 7.0 75 | 100 | 25 7.0 7.5 10.0 | 2.5 7.0 7.5 10.0 | 2.5 7.0 7.5 100 | 25 7.0 7.5
0.0015 10.0 | 2.5 7.0 75 | 10.0 | 25 7.0 7.5 10.0 | 2.5 7.0 7.5 100 | 25 7.0 7.5 100 | 2.5 7.0 7.5
0.0022 10.0 | 2.5 7.0 75 | 100 | 25 7.0 7.5 10.0 | 2.5 7.0 7.5 10.0 | 2.5 7.0 7.5 100 | 2.5 7.0 7.5
0.0033 10.0 | 2.5 7.0 75 | 100 | 25 7.0 7.5 10.0 | 2.5 7.0 7.5 10.0 | 2.5 7.0 7.5 10.5 | 3.5 8.5 7.5
0.0047 10.0 | 2.5 7.0 75 | 10.0 | 25 7.0 7.5 10.0 | 2.5 7.0 7.5 10.0 | 2.5 7.0 7.5 105 | 3.5 8.5 7.5
0.0068 100 | 2.5 7.0 75 | 105 | 25 7.0 7.5 100 | 2.5 7.0 7.5 100 | 2.5 7.0 7.5 105 | 3.5 8.5 7.5
0.01 10.0 | 2.5 7.0 7.5 | 105 | 25 7.0 7.5 10.0 | 2.5 7.0 7.5 10.0 | 2.5 7.0 7.5 105 | 4.0 9.0 7.5
0.015 10.0 | 2.5 7.0 75 1 105 | 25 7.0 7.5 100 | 2.5 7.0 7.5 100 | 35 8.5 7.5 105 | 5.0 110 ] 7.5
0.022 10.0 | 2.5 7.0 7.5 1105 | 25 7.0 7.5 100 | 2.5 7.0 7.5 100 | 35 8.5 7.5 105 | 6.0 | 120 | 7.5
0.033 100 | 2.5 7.0 75 | 105 | 25 7.0 7.5 10.0 | 2.5 7.0 7.5 10.0 | 4.0 9.0 7.5
0.047 10.0 | 2.5 7.0 75 | 105 | 25 7.0 7.5 10.0 | 3.5 8.5 7.5 10.0 | 5.0 110 7.5
0.068 10.0 | 2.5 7.0 75 | 105 | 25 7.0 7.5 10.0 | 3.5 85 7.5 105 | 5.0 11.0] 7.5

0.1 100 | 25 | 7.0 | 75 | 105 | 35 | 85 | 7.5 | 10.0 | 40 | 9.0 | 7.5 | 105 | 6.0 | 12.0] 7.5
0.15 100 | 25 | 7.0 | 75 | 105 | 35 | 85 | 7.5 | 105 | 50 | 11.0] 7.5

0.22 105 | 35 | 65 | 75 | 105 | 4.0 | 90 | 7.5 | 105 | e0 | 12.0| 7.5

0.33 105 | 40 | 90 | 75 | 105 | 5.0 | 11.0 | 75

0.47 105 | 4.0 | 9.0 | 7.5 | 105 | 6.0 | 120 | 7.5

0.68 105 | 5.0 | 110 | 75
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